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(d) Air or inert gas may be used as 
the test medium in low-stress pipe-
lines. 

[Amdt. 195–22, 46 FR 38360, July 27, 1991, as 
amended by Amdt. 195–45, 56 FR 26926, June 
12, 1991; Amdt. 195–51, 59 FR 29385, June 7, 
1994; Amdt. 195–53, 59 FR 35471, July 12, 1994; 
Amdt. 195–51A, 59 FR 41260, Aug. 11, 1994; 
Amdt. 195–63, 63 FR 37506, July 13, 1998] 

§ 195.307 Pressure testing above-
ground breakout tanks. 

(a) For aboveground breakout tanks 
built into API Specification 12F and 
first placed in service after October 2, 
2000, pneumatic testing must be in ac-
cordance with section 5.3 of API Speci-
fication 12 F (incorporated by ref-
erence, see § 195.3). 

(b) For aboveground breakout tanks 
built to API Standard 620 and first 
placed in service after October 2, 2000, 
hydrostatic and pneumatic testing 
must be in accordance with section 7.18 
of API Standard 620 (incorporated by 
reference, see § 195.3). 

(c) For aboveground breakout tanks 
built to API Standard 650 (incorporated 
by reference, see § 195.3) and first placed 
in service after October 2, 2000, testing 
must be in accordance with Section 5.2 
of API Standard 650 (incorporated by 
reference, see § 195.3). 

(d) For aboveground atmospheric 
pressure breakout tanks constructed of 
carbon and low alloy steel, welded or 
riveted, and non-refrigerated and tanks 
built to API Standard 650 or its prede-
cessor Standard 12C that are returned 
to service after October 2, 2000, the ne-
cessity for the hydrostatic testing of 
repair, alteration, and reconstruction 
is covered in section 10.3 of API Stand-
ard 653. 

(e) For aboveground breakout tanks 
built to API Standard 2510 and first 
placed in service after October 2, 2000, 
pressure testing must be in accordance 
with ASME Boiler and Pressure Vessel 
Code, Section VIII, Division 1 or 2. 

[Amdt. 195–66, 64 FR 15936, Apr. 2, 1999, as 
amended by Amdt. 195–86, 71 FR 33410, June 
9, 2006; Amdt. 195–94, 75 FR 48607, Aug. 11, 
2010] 

§ 195.308 Testing of tie-ins. 

Pipe associated with tie-ins must be 
pressure tested, either with the section 
to be tied in or separately. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 
amended by 195–51, 59 FR 29385, June 7, 1994] 

§ 195.310 Records. 

(a) A record must be made of each 
pressure test required by this subpart, 
and the record of the latest test must 
be retained as long as the facility test-
ed is in use. 

(b) The record required by paragraph 
(a) of this section must include: 

(1) The pressure recording charts; 
(2) Test instrument calibration data; 
(3) The name of the operator, the 

name of the person responsible for 
making the test, and the name of the 
test company used, if any; 

(4) The date and time of the test; 
(5) The minimum test pressure; 
(6) The test medium; 
(7) A description of the facility tested 

and the test apparatus; 
(8) An explanation of any pressure 

discontinuities, including test failures, 
that appear on the pressure recording 
charts; 

(9) Where elevation differences in the 
section under test exceed 100 feet (30 
meters), a profile of the pipeline that 
shows the elevation and test sites over 
the entire length of the test section; 
and 

(10) Temperature of the test medium 
or pipe during the test period. 

[Amdt. 195–34, 50 FR 34474, Aug. 26, 1985, as 
amended by Amdt. 195–51, 59 FR 29385, June 
7, 1994; Amdt. 195–63, 63 FR 37506, July 13, 
1998; Amdt. 195–78, 68 FR 53528, Sept. 11, 2003] 

Subpart F—Operation and 
Maintenance 

§ 195.400 Scope. 

This subpart prescribes minimum re-
quirements for operating and main-
taining pipeline systems constructed 
with steel pipe. 

§ 195.401 General requirements. 

(a) No operator may operate or main-
tain its pipeline systems at a level of 
safety lower than that required by this 
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